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Regulatory

UN Labeling: 31 HAI

Static Load: 3 High

Dynamic Load: 2 High

Test Methods: H20 Bath /2.9 PSIG

Material: FDA Approved

Coating: Zinc Galvanized

Information Plate: Yes (Front & Back)
Frame

Pallet
Material: Steel, Poly, or Wood

Stacking: Interlocking Safety Design
Handling: Four-way Access

Top Closure

Valve Description

Material: Tubular Steel or Welded Wire

Manufacturing: Four-point electro-welded

Type: 2" Valve, Ball, or Butterrfly

Material: Polyethylene or Polypropylene

Fabrication: Injection Molded

Gasket: EPDM,Viton,Santoprene,Teflon

Valve Seals: Viton, EPDM, Teflon

Color: Natural

Fabrication: Blow Molded

Type: 6" Screw Cap with 2" plug

Cap & Plug Material: HDPE

Gasket: Solid Santoprene

Height: 46" Height: 54"

Weight (Empty) 135 lbs. 160 lbs.

Bottle (Inner Container) With 

Molded Gallon & Liter Markings

Material: HMW-HDPE

Color: Natural

Fabrication: Blow Molded

Material: HMW-HDPE

Specific Gravity Rating 1.9 or 15.8 lbs. /gallon

Max Fill Temperature 140 Degrees F

Overall Dimensions

Length: 48" Length: 48"

Width: 40" Width: 40"

275-Gallon & 330-Gallon IBC Totes

IFL-275TOTE IFL-330TOTEPRODUCT ID

Capacity 275-Gallon 330-Gallon

     IBC Tote Tank Specifications


